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£110 

Form a contactor unit 



I rH 2 
Test electrically the 
contactor unit 

Assemble the contactor 
unit with a substrate 
to form a segmented 
contactor 



FIG. 1 
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Form a plurality of contactor 
units on a single contactor 
substrate 



Test electrically each of ~| 
said contactor units 



Separate each of said 
contactor units from 
said single contactor 

substrate 
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Assemble said contactor 
units which have passed 
said testing to form said 
segmented contactor 

FIG. 2 
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Provide an assembly fixture including 
a plate defining a contactor position 
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Place a contactor unit having a 
first side and a second side into 
said contactor position with 
said first side facing said plate 
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Place a backing substrate onto said 
contactor unit to mount said 
contactor unit to said 
backing substrate 



FIG. 3 
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Remove a selected mounted 
contactor unit from a backing 
substrate of said segmented 
contactor assembly 
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Test electrically a replacement 
contactor unit 
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Mount said replacement contactor 
unit on said backing substrate 



FIG. 4 
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Provide a segmented contactor including 
a plurality of contactor units, wherein 
each of said plurality of contactor units 
includes a tile having a first side and a 
second side, said tile having electrically 
conductive areas on said first side for 
contacting corresponding electrically 
conductive terminals on said devices, 
said tile further having a plurality of 
electrically conductive leads extending 
beyond an edge of said tile 
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Connect said plurality of leads to an 
external testing device 
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Bring said terminals on said devices 
into contact with corresponding 
conductive areas on said tiles 
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Energize said contactor units 
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Perform a test on said devices 



FIG. 5 
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FIG. 8 
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FIG. 9 
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FIG. 13 
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